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30 40 50 60 80 120

[% / 4 sheets] 40 42 45 47 53 65

[Tan θ] Outside/Outside 0.38 0.41 0.41 0.40 0.40 0.26

Wet tension [mN/m] 43 43 41 41 41 43

Tensile Strength MD 58 51 47 45 40 42

TD 33 35 39 40 33 43

Tensile Elongation MD 543 637 709 829 894 1133

TD 894 955 1068 1232 1134 1487

Young's Modulus MD 382 377 444 549 476 463

TD 564 505 565 689 630 574

Impact Strength [J] Room Temp. 0.61 0.77 0.82

Data described in this catalog are representative figures obtained by measurement under specific conditions but not specifications values
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Technical Information of T.U.X KRC
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Siam Tohcello Company Limited
Head Office: 
1 Siam Cement Road, Bangsue, 
Bangkok 10800 Thailand
TEL +66-2 -105-3812-3 FAX +66-2-105-3814

Factory Site: 
64/177  Moo 4 T. Pluakdaeng,  A.Pluakdaeng, 
Rayong 21140 Thailand
TEL +66-3-010-500 FAX  033-010-506
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Sealing Temperature (°C)

Heat Seal Property of KRC

Single Side Heating @ 0.2 Mpa, 1 Second

KRC#40 KRC#30 KRC#50 KRC#60 KRC#80 KRC#120


