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20 25 30 40 50 60 70

[% / 4 sheets] 24 23 22 22 22 22 25 JIS K7105

[Tan θ] Outside/Outside 0.11 0.10 0.11 0.10 0.10 0.10 0.12 Incline Board

Wet tension [mN/m] 37 37 37 37 37 37 38 JIS K6768

Tensile Strength MD 56 55 52 49 46 45 43

TD 33 36 39 40 40 40 47

Tensile Elongation MD 480 540 620 720 810 880 900

TD 780 830 680 920 1004 1060 1100

Young's Modulus MD 100 100 120 130 130 130 130

TD 120 120 126 140 140 120 120

Impact Strength [J] Room Temp. 0.47 0.63 0.70 0.74 0.80 1.11 1.60 ASTM D3420

Data described in this catalog are representative figures obtained by measurement under specific conditions but not specifications values

ขอ้มลูทีอ่ธบิายไวใ้นเอกสารฉบับนี้ เป็นผลการทดสอบเบือ้งตน้จากการทดสอบกลุม่ตัวอยา่งภายใตเ้งือ่นไขเฉพาะเทา่นัน้ ไมใ่ชข่อ้มลูสเปคของผลติภัณฑ์

Technical Information of T.U.X TCS

Haze

[MPa] JIS K7127

JIS K7127

TCS
Method

Grade

COF

Thickness

[Mpa]

[%] JIS K7127

Siam Tohcello Company Limited
Head Office: 
1 Siam Cement Road, Bangsue, 
Bangkok 10800 Thailand
TEL +66-2 -105-3812-3 FAX +66-2-105-3814

Factory Site: 
64/177  Moo 4 T. Pluakdaeng,  A.Pluakdaeng, 
Rayong 21140 Thailand
TEL 033-010-560 FAX  033-010-506
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Sealing Temperature (°C)

Heat Seal Property of T.U.X TCS
Single Side Heating @ 0.2 Mpa, 1 Second

TCS#20 TCS#25 TCS#30 TCS#40 TCS#50 TCS#60 TCS#70


